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HXP & HXL 835 Series

Hydrocarbon & Alternative Solvent Technical Features 
	  
	  
	HXP 835
	HXL 835

	LOAD CAPACITY
	Lbs
	35
	35

	BASKET
	
	
	

	Volume
	cu ft
	10.1
	10.1

	Diameter
	inches
	31.5
	31.5

	Depth
	inches
	22
	22

	Wash speed
	rpm
	20/55
	20/55

	Extract speed
	rpm
	300/500
	300/500

	Door opening
	inches
	20
	20

	TANKS
	
	
	

	Useful volume tank 1
	gal
	18
	21.3

	Useful volume tank 2
	gal
	29.6
	21.3

	Useful volume tank 3
	gal
	-
	35.1

	STILL
	
	
	

	Useful Still Volume at half inspection
	gal
	38
	38.3

	Total Still Volume
	gal
	43.3
	47.6

	NYLON FILTER
	
	
	

	Volume nylon filter housing
	gal
	9.2
	9.2

	Nylon filter area
	ft2
	22.6
	22.6

	Filter disks
	Nr
	14
	14

	PURITAN FILTER
	
	
	

	Volume Puritan filter housing
	gal
	3.4
	3.4

	Tubes number
	Nr
	1
	1

	Cartridges quantity
	Nr
	1
	1

	DUAL CARTRIDGE FILTER
	
	
	

	Volume Dual cartridge filter housing
	gal
	9.2
	9.2

	Tubes number
	Nr
	1
	1

	Cartridges quantity
	Nr
	1
	1

	POWER  (220 V – 3 ph – 60 Hz)
	
	
	

	Wash/Extract motor - with Inverter
	Hp
	0.7/3
	0.7/3

	Solvent pump motor
	Hp
	0.75
	0.75

	Fan motor
	Hp
	1.5
	1.5

	Refrigerator compressor
	Hp
	3.25
	3.25

	Vacuum Pump Motor
	Hp
	0.5
	0.5

	Steam Boiler Working
	BHP
	2.5
	2.5

	Breaker Requirement Size
	Amps
	60
	60

	Working power (STEAM  machine)
	Kw
	5
	5

	Working power (ELECTRIC  machine)
	Kw
	15.5
	15.5

	Still electric elements (If full ELECTRIC)
	Kw
	10.5
	10.5

	MACHINE WEIGHTS
	
	
	

	Empty machine weight
	lbs
	2,822
	2,888

	Machine weight with solvent
	lbs
	3,239
	3,512

	Static charge on the floor with solvent
	Ibs/ft2
	143
	135.5

	Dynamic charge on the floor (+ 10%)
	Ibs/ft2
	212
	197

	Packaged machine weight
	lbs
	2,998
	3,120

	MACHINE DIMENSIONS
	
	
	

	(A) Width front Machine
	inches
	39.57 + 3.94
	64.96 + 3.94

	(B) Depth
	inches
	84.05
	57.48

	(C) Height with Fan
	inches
	79.13
	77.95


Specifications subject to change without notice.

