[image: image1.wmf][image: image2.wmf]
[image: image3.jpg]



Features:


Mark VI programmable controller

5.7” flat panel color LCD display


Single motor inverter drive


Innovative bearing design protects bearings


Improved access to seals, seal sleeves 
48" (1219 mm) door



Dynamically-tuned suspension system
Variety of electrical options 



Control reads in English/second language

Why Purchase Milnor?

· Innovative bearing design injects an air jet between the excluder seal and front water seal, forcing water back inside the shell.  If water should pass beyond a worn seal, it is channeled away from the bearings in all directions through five large ports at the rear of the machine. BENEFIT: Enhanced protection for bearings.
· Both seals and seal sleeves can be replaced through the cylinder -- without bearing removal -- allowing the machine to return to service quickly. Removable hub can be swung away from the shaft, providing easy access.       BENEFIT: Unique design makes it more likely service will be performed when needed.
· High, perforated ribs provide excellent lifting.  Ribs are integral, not bolted, so there is no space for laundry to catch.  BENEFIT: Less damage improves user’s image.  Reduces linen costs.
· 300 G-Force High Extract provides excellent moisture removal.  Lower extract speeds are available for uniforms, delicate textiles, and blended fabrics. BENEFIT: Better extraction saves dryer fuel.
· Programming capabilities are virtually unlimited. Vacuum fluorescent display allows operator to choose formulas from real words, not codes. Controller also provides diagnostic and error messages. Ideal for handling a variety of items. BENEFIT: Control delivers effective and repeatable treatment.
· Superior product support through local, highly-skilled dealers. BENEFIT: Faster repairs mean less downtime.
Model 68036 F5N


Tilting


Open Pocket Washer-Extractor
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TECHNICAL DATA *





Volume:  			75.6 cubic ft. (2141 L)


Max. extract speed (Gs):	558 RPM (300)


Control:				Programmable microprocessor


Formulas:			100 (98 programmable)


Drive:	Single-motor inverter


Bearings:			Spherical – Grease-lubricated


Water inlets:			2” (50.8 mm)


Drain outlet:			8” (203 mm)


Approx. net weight:		15,500 lbs. (7031 kg)


Dimensions (WxDxH):		94” x 97” x 118”


 (footprint)			(2387mm x 2463mm x 2997mm)





Pellerin Milnor Corporation


P.O. Box 400


Kenner, LA  70063





504/712-7656


Fax: 504/468-3094





http://www.milnor.com


E-mail: mktg@milnor.com














*Specifications and appearance subject to change without notice.
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