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Sixteen programmable extraction sequences 
Forty-character, alphanumeric display 

Rigidly constructed thick steel platform

Programmable pressures enable it to process a 
Variety of installation arrangements


wide variety of goods
Press can be added to existing installations

All steel parts that contact goods are stainless

Advanced hydraulic system to prevent leaks

Stainless steel press basket

Why Purchase Milnor?
· Stainless steel press basket accommodates up to 150 lbs. (68 kg) or 250 lbs. (115 kg) of certain types of goods. The basket’s large diameter keeps the cake relatively flat for fast drainage. Extracted water is pumped to the CBW washer for reuse. After completion of a cycle, two hydraulic cylinders lift the basket and an integral conveyor moves the cake to the next position of conditioning or drying. BENEFIT: Saves time, removes more water.
· Compact design requires less space.  And the press can be ordered for various installation arrangements-in-line or 90° angle in either direction-to fit your laundry’s size and shape. BENEFIT: Saves space.
· Proven microprocessor control provides 16 programmable extraction sequences. Forty-character, alphanumeric display tells operating status-including time remaining in extraction cycle, loading status, and status for receiving another load.  Control components are interchangeable with those of other Milnor machines. BENEFIT: Microprocessor is flexible, easy to use. 
· Superior product support through local, highly-skilled dealers. BENEFIT: Faster repairs mean less downtime.
SINGLE-STAGE EXTRACTION PRESS


For Automated CBW® Batch Washing Systems
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TECHNICAL DATA *


				MP1603		MP1604		MP1A03





Max. load-lbs. (kg)		150 (68)		150 (68)		250 (115)


Max. pressure-psi (bar)		508 (35)		725 (50)		580 (40)


Cake diameter-ins. (mm)		39.37 (1000)	39.37(1000)	48 (1219)


Standard min. cycle time-secs. 	90 (75 optional)	75		90


Hydraulic pump motor-HP (kW)	10 (7.46)	12 (8.95)	30 (22.37)


Recirculation motor-HP (kW)	1.5 (1.12)	1.5 (1.12)	1.5 (1.12)


Conveyor motor-HP (kW)		1 (.75)		1 (.75)		1 (.75)


Total Connected Load-HP (kW)	18.25 (13.6)	23.25 (17.34)	33.25 (24.79)


Approx. net weight-lbs. (kg)	24,400 (11067)	29,600 (13426)	41,000 (18636)





Pellerin Milnor Corporation


P.O. Box 400


Kenner, LA  70063





504/712-7656


Fax: 504/468-3094





http://www.milnor.com


E-mail: mktg@milnor.com
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