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Features:

Sixteen programmable extraction sequences 
Forty-character, alphanumeric display 


Rigidly constructed thick steel membrane press
Belt-driven pressure and volume pumps

Variety of installation options

 

Press can be added to existing installations


Free-floating, roller-guided bell


All steel parts that contact goods are stainless 


Traveling basket moves goods to main press
Spherical-end pressure bell
Why Purchase Milnor?

· Innovative extraction is divided into two brief stages-pre-press and main press. In the first, a tamper removes most water quickly but gently. Water exits freely beneath the load, at the sides, and through the top of the tamper. The pre-press basket has large holes for fast initial water removal and lower final moisture retention. BENEFIT: Saves time, removes more water.
· Soft, pliable membrane adapts to the shape of the batch, allowing even pressure throughout. The membrane pressure is so effective, there is no need to supplement it with air pressure.   You avoid the expense of a huge air compressor. You also avert uneven extraction due to air channeling and different degrees of permeability throughout the load.  BENEFIT: Membrane pressure extracts evenly.
· Proven microprocessor control provides 16 programmable extraction sequences. Forty-character, alphanumeric display tells operating status-including time remaining in extraction cycle, loading status, and status for receiving another load.  Control components are interchangeable with those of other Milnor machines, including Mildata computer system for central programming and system monitoring. BENEFIT: Microprocessor is flexible, easy to use. 
· Pressure is 31 bar (36 bar also available in 130 lb./60 kg size). Higher pressure insures better extraction in a given period. BENEFIT:  Better extraction saves dryer fuel.
· Superior product support through local, highly-skilled dealers. BENEFIT: Faster repairs mean less downtime.
TWO-STAGE EXTRACTION PRESS


For automated CBW® Batch Washing Systems
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TECHNICAL DATA *


				MP2501	MP2601	MP2606





Capacity-lbs. kg		110 (50)	130 (60)	130 (60)


Max. pressure-psi (bar)	450 (31)	450 (31)	522 (36)


Cake diameter-ins. (mm)	40 (1016)	40(1016)	40 (1016)


Bell diameter –ins. (mm)	46 (1168)	46 (1168)	46 (1168)


Pressure pump motor –HP (KW)


	Standard flow		7.5 (5.59)	7.5 (5.59)	N/A


	High flow		10 (7.46)	10 (7.46)	20 (14.91)





Approx. net weight –lbs. (kg)	14,085 (6388)	19,170 (8934)	19,170 (8934)





Pellerin Milnor Corporation


P.O. Box 400


Kenner, LA  70063





504/712-7656


Fax: 504/468-3094





http://www.milnor.com


E-mail: mktg@milnor.com





* Specifications and appearance subject to change without notice.    B22PB02001/02025   
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